2017 TIER 4 FINAL COMPLIANT
HYDRAULIC AUXILIARY POWER UNIT
WITH DIESEL/ELECTRIC COMPRESSOR

Clean, Quiet, and Reliable:
Intelligent industrial design to meet safety,

environmental, and production demands
of the 21 century.



2017 TIER 4 FINAL COMPLIANT HYDRAULIC AUXILIARY POWER UNIT WITH DIESEL/ELECTRIC COMPRESSOR
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KEY FEATURES
e Powder Coated Exterior, Easy-Access Barn Doors, and * 147 HP Tier 4 Final Compliant Clean Diesel Genset
Removable Panels for Maintenance Complete with e GSM Available

Sound Insulation

» |ntegrated, User-Friendly, Touchscreen with
Diagnostics Capabilities

» Hot Air Exhaust Directed Away from Personnel
e 21 GPM @ 2500 PSI Engine Driven Pump

e [nterior LED Lighting

e 120 VAC Block Heater for Cold Climate Environment
e Built-in Power Supply to Charge Work Car Batteries
e Safety Interlocks Easily Integrate with Work Car Controls

« DC Electric or Diesel Driven 375 CFM and a 150 PS| * Self-Priming Trash Pump Available
Screw Compressor e High-Flow Hydraulic Pump Available

» Electrical 240 VAC @ 280A, Two Single Phase e High-Flow Vacuum Pump Available
(120V/15A) and Two Three-Phase (240V/30A) and o Stainless Steel Enclosure Available

(240V/20A) Power Qutlets, 800A Traction Power Output
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2017 TIER 4 FINAL COMPLIANT HYDRAULIC AUXILIARY POWER UNIT

e Powder Coated Exterior, Easy-Access Barn Doors
and Removable Panels for Maintenance Complete with
Sound Insulation

e |ntegrated, User-Friendly, Touchscreen with
Diagnostics Capabilities

¢ Hot Air Exhaust Directed Away from Personnel

¢ High-Capacity Hydraulic Power Unit,
45 GPM @ 2500 PSI
» Electrical 240 VAC @ 280A, Two Single Phase

(120V/15A) and Two Three-Phase (240V/30A and
240V/20A) Power Outlets, 800A Traction Power Output

e 147 HP Tier 4 Final Compliant Clean Diesel Genset

e GSM Available

e Crane Recovery Pump

e |nterior LED Lighting

¢ 120 VAC Block Heater for Cold Climate Environment

e Safety Interlocks Easily Integrate
with Work Car Controls

DIMENSIONS
T I
o
3
- &
: 52" ) T 138” ;
ENGINE END VIEW SIDE VIEW
)
©
WEIGHT
9200 LBS
5 I 138” —
TOP VIEW
KEY FEATURES
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MESSAGE CABINET SIZE LED Color Part Number

R3-1 No Right Turn 24” x 24” Red / White R2M2-40803
R3-1 No Right Turn 30” x 30” Red / White R2M2-40795
R3-1 No Right Turn 36" x 36” Red / White R2M2-40820
R3-2 No Left Turn 24" x 24" Red / White R2M2-40790
R3-2 No Left Turn 30” x 30” Red / White R2M2-40795
R3-2 No Left Turn 36" x 36” Red / White R2M2-40917
R3-3 NO TURNS 24" x 24" White R2M2-40843
R3-3 NO TURNS 30” x 30” White R2M2-40802
R3-3 NO TURNS 36" x 36” White R2M2-40809
R3-4 No U Turns 24" x 24" Red / White R2M2-40791
R3-4 No U Turns 30” x 30” Red / White R2M2-40838
R3-4 No U Turns 36" x 36” Red / White R2M2-40837
R5-1 DO NOT ENTER 24" x 24” Red / White R2M2-40800
R5-1 DO NOT ENTER 30” x 30” Red / White R2M2-40796
R5-1 DO NOT ENTER 36" x 36” Red / White R2M2-40798

*Visor for sign is Optional
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MESSAGE CABINET SIZE LED Color Part Number
OPEN / CLOSE 21" x 67" White / White R2M2-40792
OPEN / CLOSE 21" x 67" Amber / Amber R2M2-40844
OPEN / CLOSE 21” x 67" Red / Green R2M2-40839

MESSAGE CABINET SIZE LED Color Part Number
X / Down Arrow 24" x 24" Red / Green R2M2-40787
X / Down Arrow 30” x 30” Red / Green R2M2-40793
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MESSAGE CABINET SIZE LED Color Part Number

R3-1a NO RIGHT TURN ON TRACKS 36” x 36” White R2M2-35934
R3-2a NO LEFT TURN ON TRACKS 36” x 36” White R2M2-40840
X Symbol (Quite Zone) (12 VDC) 22" x 22" Orange R2M2-42208
No Left Turn w/TRAIN (12 VDC) 42" x 30" Red / White R2M2-40823
No Right Turn w/TRAIN 30” x 24” Red / White R2M2-40911

NEXT TRAIN = <

MESSAGE CABINET SIZE LED Color Part Number

W10-7 Light Rail Train Approaching 24" x 24" Amber / White R2M2-40826
NEXT TRAIN w/Train Symbol & Right Arrow 7" x 34" Green R2M2-32318
W10-7 Light Rail Symbol 24" x 24" Amber R2M2-40942

W10-7 Light Rail Symbol 30” x 30” Amber R2M2-40943
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MESSAGE CABINET SIZE LED Color Part Number

IWARNING! ANOTHER TRAIN COMING (12-24V) 30” x 30” Red / White R2M2-40705
2ND TRAIN COMING (12-24V) 18” x 24” Amber R2M2-31717
ANOTHER TRAIN COMING (12-24V) 18” x 24” White R2M2-31718

No Right Turn Symbol w/TRAIN 30" x 24” Red / White R2M2-40911

No Left Turn Symbol w/TRAIN 30” x 24" Red / White R2M2-40910
IDANGER! ANOTHER TRAIN COMING (12-24V) 30” x 30” Red / White R2M2-41463




LED Solar Panel Worktime at e
Item No Power QTY Specs Battery Specs Lumens Full Power Certification

R2M2-PVLD10 [ 10W 8 Mono 25W / 18V | 9Ah/12.8V (LiFePO4) 1200 8.0 Hours CE /ROHS

R2M2-PVLD15 | 15W 8 Mono 25W / 18V | 9Ah / 12.8V (LiFePO4) 1650 5.5 Hours CE/ROHS

R2M2-PVLD20 | 20W | 16 | Mono 33W/18V | 15Ah/12.8V (LiFePO4) 2400 6.5 Hours CE/ROHS

R2M2-PVLD30 | 30W | 24 | Mono50W /18V | 24Ah/12.8V (LiFePO4) 3600 7.0 Hours CE/ROHS

R2M2-PVLD40 | 40W | 32 | Mono 75W / 18V | 30Ah/12.8V (LiFePO4) | 4800 6.5 Hours CE/ROHS

R2M2-PVLD50 | 50W [ 32 | Mono 75W / 18V | 36Ah /12.8V (LiFePO4) 5500 6.5 Hours CE / ROHS

*CCT: 4000K, 5000K, 5700K
**|nduction Type: Infrared Induction or Microwave Induction

Nominal

10W 15w 20W 30W 40W 50W
Wattage

Length |782mm [30.8”] [ 782mm [30.8”] | 969mm [38.1”] | 1155mm [45.5”] | 1289 mm [50.7”] | 1289 mm [50.7"]

Width 301mm [11.9”] | 301mm 11.9”] | 301mm [11.9”] | 363mm [14.3"] | 447mm [17.6"] | 447mm [17.6"]

Weight | 7.4kg [16.3 Ibs] | 7.4kg [16.3 lbs] | 9.2kg [20.2 Ibs] | 15.0kg [33 Ibs] | 18.1kg [39.8 Ibs] | 18.9kg [41.6 Ibs]

H
D2 Series KL, KM or KS Series




H / H2 Series

Item No Power EI.EFI\D( Lumens [Dimmable Certification
R2M2-LD35H | 35W 1 3850 N CE,ROHS,GS,CB,SAA,FCC,UL,DLC,LM79,LM80,IS09001,1S014001
R2M2-LD40H2 | 40W 1 4400 Y CE,ROHS,GS,CB,FCC,TUV,LM80,1S09001,1S014001
R2M2-LD65H | 65W 2 7150 N CE,ROHS,GS,CB,SAA,FCC,UL,DLC,LM79,LM80,I1S09001,1S014001
R2M2-LD80H2 | 80W 2 8800 Y CE,ROHS,GS,CB,FCC,TUV,LM80,1S09001,1S014001
R2M2-LD100H | 100W | 3 11000 N CE,ROHS,GS,CB,SAA,FCC,UL,DLC,LM79,LM80,1S09001,1S014001
R2M2-LD120H2| 120W | 3 13200 Y CE,ROHS,GS,CB,FCC,TUV,LM80,1S09001,1S014001
R2M2-LD135H | 135W | 4 14850 N CE,ROHS,GS,CB,SAA,FCC,UL,DLC,LM79,LM80,1S09001,1S014001
R2M2-LD160H2| 160W | 4 17600 Y CE,ROHS,GS,CB,FCC,TUV,LM80,1S09001,1S014001
R2M2-LD165H | 165W | 5 18150 N CE,ROHS,GS,CB,SAA,FCC,UL,DLC,LM79,LM80,IS09001,1S014001
R2M2-LD200H2| 200W | 5 22000 Y CE,ROHS,GS,CB,FCC,TUV,LM80,1S09001,1S014001
R2M2-LD200H | 200W | 6 22000 N CE,ROHS,GS,CB,SAA,FCC,UL,DLC,LM79,LM80,IS09001,1S014001
R2M2-LD240H2| 240W | 6 26400 Y CE,ROHS,GS,CB,FCC,TUV,LM80,1S09001,1S014001
R2M2-LD230H | 230W | 7 25300 N CE,ROHS,GS,CB,SAA,FCC,UL,DLC,LM79,LM80,I1S09001,1S014001
R2M2-LD280H2 | 280W | 7 30800 Y CE,ROHS,GS,CB,FCC,TUV,LM80,1S09001,1S014001

*CCT: 4000K (Natural White), 5000K (Pure White), 5700K (Cool White)

N,\‘jlg‘dbuel;sf 1 2 3 4 5 6 7
Length 431mm [17”] |504mm [19.8”]| 577mm [22.7”] | 650mm [25.6”] |723mm [28.5”]| 796mm [31.3”] | 869mm [34.2"]
Weight |5.3kg [11.7 lbs]|6.1kg [13.4 lbs]| 7.3kg [16.1 lbs] | 8.2kg [18.1 Ibs] [9.0kg [19.8 Ibs]| 9.9kg [21.8 Ibs] |10.9kg [23.8 lbs]

H4 / H5 Series
ltem No Power (I_gl_:}li)( Lumens | Dimmable Certification
R2M2-LD40H4 | 40W 1 5200 N CE,ROHS,FCC,ENEC,LM80,1S09001,1S014001
R2M2-LD50H5 | 50W 1 6250 N CE,ROHS,FCC,LM80,1S09001,1S014001
R2M2-LD80H4 | 80W 2 10400 N CE,ROHS,FCC,ENEC,LM80,1S09001,1S014001
R2M2-LD100H5 | 100W 2 12500 N CE,ROHS,FCC,LM80,IS09001,15014001
R2M2-LD120H4 | 120W | 3 15600 N CE,ROHS,FCC,ENEC,LM80,1S09001,1S014001
R2M2-LD150H5] 150W | 3 18750 N CE,ROHS,FCC,LM80,1509001,15014001
R2M2-LD160H4 | 160W 4 20800 N CE,ROHS,FCC,ENEC,LM80,1S09001,I1S014001
R2M2-LD200H5 | 200W 4 25000 N CE,ROHS,FCC,LM80,IS09001,1S014001
R2M2-LD200H4 | 200W 5 26000 N CE,ROHS,FCC,ENEC,LM80,1S09001,1S014001
R2M2-LD240H5 | 240W 5 30000 N CE,ROHS,FCC,LM80,1S09001,1S014001

*CCT: 4000K (Natural White), 5000K (Pure White), 5700K (Cool White)

Number of
Modules 1 2 3 4 5
Length 431mm [17”] [504mm [19.8”]| 577mm [22.7”] | 650mm [25.6”] |723mm [28.5"]
Weight |5.3kg [11.7 Ibs]|6.1kg [13.4 Ibs]| 7.3kg [16.1 Ibs] | 8.2kg [18.1 Ibs] |9.0kg [19.8 Ibs]
D2 Series
Iltem No Power EI.EFI\D( Lumens | Dimmable Certification
R2M2-LD60D2 | 60W 1 6300 Y CE,ROHS,LM80,1S09001,1S014001
R2M2-LD120D2 | 120W 2 12600 Y CE,ROHS,LM80,1S09001,1S014001
R2M2-LD180D2 | 180W 3 18900 Y CE,ROHS,LM80,1S09001,1S014001
R2M2-LD240D2| 240W | 4 25200 Y CE,ROHS,LM80,1S09001,1S014001

*CCT: 3000K (White), 4000K (Natural White), 5000K (Pure White), 5700K (Cool White)




Number of

1 2 3 4
Modules
Length |494mm [19.4”]|624mm [24.6”]] 754mm [29.7"] | 884mm [34.8"]
Weight |6.5kg [14.3 |Ibs]|8.5kg [18.7 lbs]| 10kg [22 lbs] | 11.8kg [26 Ibs]
KL Series
Iltem No Power (I_gl_:}li)( Lumens |Dimmable Certification
R2M2-LD120KL | 120W 1 15000 N CE,ROHS,LM80,1S09001,15S014001
R2M2-LD150KL | 150W 2 18750 N CE,ROHS,LM80,1S09001,15S014001
R2M2-LD180KL | 180W 3 22500 N CE,ROHS,LM80,1S09001,1S014001
R2M2-LD200KL | 200W | 4 25000 N CE,ROHS,LM80,1S09001,1S014001
*CCT: 4000K (Natural White), 5000K (Pure White), 5700K (Cool White)
Number of
Modules 1 2 3 4
Length [861mm [33.9”]]1861mm [33.9”]| 861mm [33.9”] [ 861mm [33.9”]
Weight | 12kg [26.5 lbs] | 12kg [26.5 |bs] [12.1kg [26.7 |bs]|12.2kg [26.9 |bs]
KM Series
Iltem No Power (SE_B Lumens | Dimmable Certification
R2M2-LD60KM | 60W 1 7500 N CE,ROHS,LM80,IS09001,1S014001
R2M2-LD90OKM | 90W 2 11250 N CE,ROHS,LM80,IS09001,15014001
R2M2-LD120KM| 120W 3 15000 N CE,ROHS,LM80,IS09001,15014001

*CCT: 4000K (Natural White), 5000K (Pure White), 5700K (Cool White)

Number of
Modules 1 2 3
Length |726mm [28.6”]|726mm [28.6"]| 726mm [28.6"]
Weight |7.8kg[17.2 lbs]|8.1kg [17.6 Ibs]| 8.2kg [18.1 Ibs]
KS Series
Iltem No Power EI.EFI\D( Lumens | Dimmable Certification
R2M2-LD25KS | 25W 1 15000 Y CE,ROHS,LM80,1S09001,1S014001
R2M2-LD35KS | 35W 2 18750 Y CE,ROHS,LM80,1S09001,1S014001
R2M2-LD55KS | 55W 3 22500 Y CE,ROHS,LM80,1S09001,1S014001

*CCT: 4000K (Natural White), 5000K (Pure White), 5700K (Cool White)

Number of
Modules 1 2 3
Length |614mm [24.2”]|614mm [24.2”]| 614mm [24.2"]
Weight |5.8kg[12.8 Ibs]| 6kg[13lbs] | 6.2kg[13.2 |bs]

H, H2, H4 and H5 Flexible Installation
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Accessories

On the left are high-pressure die cast aluminum brackets with multi-angle
adjustment. They can be used for ®60mm poles, meeting the requirements
for ®50mm and ®60mm luminaire sleeves. Available in Silver/Grey and
Black.

On the right are steel T-shaped and L-shaped adapters. Suitable for wall

mounting, meeting the requirements for ®60mm luminaire sleeves.

IR <



J Series

Iltem No Power EI'EI'B Lumens | Dimmable Certification
R2M2-TGD280J | 280W 3 31360 Y CE,ROHS,LM80,1S09001,1S014001
R2M2-TGD560J | 560W 6 62720 Y CE,ROHS,LM80,1S09001,1S014001
R2M2-TGD840J | 840W 9 94080 Y CE,ROHS,LM80,1S09001,1S014001

*CCT: 4000K (Natural White), 5000K (Pure White), 5700K (Cool White)
Number of 1 > 3

Modules
Height 192mm [7.6”] |384mm [15.1"]| 576mm [22.7"]

Depth  |291mm [11.5”]{339mm [13.3”]]| 435mm [17.1"]
Weight | 14kg [30.9 Ibs] | 26kg [57.3 Ibs] |39.5kg [87.1 lbs]

All units are 634mm (25) Wide






